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ABSTRACT

The objectives of Project 1. I were to record the overpressure

and dynamic pressure versvs time at selected distances along the

surface as well as the overpressure versus time in free-air from

the detonation of a subsurface, subkiloton nuclear device. The

BRL self-rccording gages and electronic recording systems were

planned for both the surface level measurements and the free-air

instrumentation which was suspended from a balloon. The balloon

failed on D-1) and the free-air measurements planned by the prcect

had to be cancelled. Based on the records obtained along the surface,

it appears that the blast wave was nonideal from the IQ0 to the

260-foot station. The measured values fell below the predicted

values from the IZO to the 560-foot station. The duration

and impulse values also differed from predicted values from the 120

to the 260-fot station.
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CHAPTER 1

INTRODUCTION

Participation in the Johnie Boy Shot of Operation Sun Beam was originally

planned for the calendar year of 1963 as part of Operation Silverfox. Plans

were changed, and the shot was included in the 1962 series. A revised pro-

posal was submitted on 31 May, the first E and R plan was accepted by the

Program Director on 5 June, and the shot was fired on 11 July. Johnie Boy

was a subsurface, subliloton shot. The predicted yield was 0.5 kt placed at

a depth of 23 inches. The actual yield was 0.5 kt 4 .2 kt.

1.1 OBJECTIVES

The primary objectives of the Project 1.1 participation were:

(1) To measure the overpressure and dynamic pressure along the

surface from a subsurface, subkiloton device.

(2) Tu measure free-air overpressure versus time from a subsurface,

subkiloton device.

(3) To integrate these results with existing blast phenomena.

1.2 BACKGROUND

The Department of the Army had indicated a requirement for information

on the r4ynamic blast effects and the airblast phenomena resulting from the

dctonation of low yield weapons under various burst conditions. Existing

blast informat!on from subkiloton shot i was extremely limited, being based

primarily on four events during Operation Hardtack. As far as dynamic

pressures w.ecrc conccrncd, orl'y three valid nuianurements were obtained

from all the Hardtack events. Blast information from subsurface, sub-

kiloton shots was essentially nonexistent. To permit reasonably accurate

evaluation of damaging effects of subkilciton weapons, accurate information

and/or prediction capability for the various blast wave parameters is required.
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FORMERLY RESTRICTED DATA



Tlo increase the knowledge of basic blast phenomena, investlga ions were
required concerning the airblast associated with subklloton detonations. These

investigations should have included both surface level and free-air measure-

ments of hoth ovecpressure and dynamic pressure versus time. Free-air

measurements on previous nuclear operations obtained only peak values of

shock velocity and, subsequently by computation, overpressure. Pressure

versus time histories would greatly enhance the state of knowledgc and be

directly applicable to vulnerability and safe delivery studies.
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CHAPTER 2

PROCEDURE

The short preparation time allotted for this event plus the

requirement to maintain full capability on two other events made

it exceedingly difficult to insure a successful operation. The

area was turned over to tCe project on D-7 and fromn that time

to D-1 the recorders :,,ere installed, the gages calibrated and

installed, and the balloon was aunched complete with instru-

mentation by D-Z.

2.1 FREE-FIELD INSTRUMENTATION

A blast line was established ,xoutheaat fr,,rn grmind zero

starting at 65 feet and extending to a distance of 4,000 feet. There

were also two low-pressure gages located at the forward control

point)a distance of 16, 126 feet from GZ. Both the Bdllistic

Research Laboratories (BRL) self-recor61ng gages and electronic

recoiding systems wcrc utlizcc, to record the va.iuus parameters

associated with the blast wave. There was a total of thirteen

self-recording gages recording at surface level and three Q-

gages recording at 3 feet above the surface. Two of the

three Q-gages recorded side-on overpessure2 as well as the

total-h,:ad or stagnation pressure. rhere were nine electronic

13
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gages mounted in ground bafflcý to nmeasure over tressure along

the surface)plus five Wotal-head prcbes mounted at 3 feet

above the surf;..ce. The blast line layout is shown in Figure

Z. i.

2.1.1 Description of Self-Recording System. The self-recording

%,zitem falls into three basic units, one being the sensing element,

v, the recording medium and three the type of mounting utilized.

The -ensing elements used on the Johnie Boy Shot are des

cribed briefly as follows:

(1) Capsule type sensor. The capsule type sensor is

constructed of two concentrically convoluted metallic diaphragms

nestled one inside the other to provide a minimum volume. They

are welded together at the periphery, and one is silver soldered

at the center to a mounting base. A light osmium-tipped spring

stylus is soldered to the center of the free diaphragm. An

increase in outside pressure entering through a small inJet causes

expansion of the diaphragms. The diaphragm movement is re-

corded ac a faJne scratch on a coated recording disk. The

amplitude of this scratch is the samne am the movement of th-

diaphragzr'. which is proportional to the appLed pressure. Proper

dampening of the element is obtained through the use of an

80-mesh screen and the size of the orifice in the g.ge and

sensor.

14
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(2) Single diaphragm type. The single diaphragm

type sensor, manufactured by U.S. Gage Company (USG), consists

essentially of the top shell of the aforementioned capsule sensor, a

cowvoluted metallic diaphragm with a stylus arm. A metal plate, flat

on one side and contoured on the other side to match the

contours of the diaphragm) iocilitates the installation of the

unit in a gage-recording system and provides for a minimum

of volume bctwcen the plate dnd the sensor. A brass retaining

ring fixes the diaphragm in position and provides an air tight

seal with the aid of a thin nylon washer. An orifice in the

contour plate provides the required damping. The gage

recording system has a guide on one side of the sensor stylus

arm to control lateral movement of the recording arrn. Shown

in Figure Z.2 is a photograph of the pressure sensors.

The recording medium used by the self-recording gage

system consists of an aluminized glass recording disk or a

vapor honed stainless steel disk rotated at a constant speed

of 10 rpm by a chrc-nometrically governed d-. i,,uLur. The

r eco rding dicks are ccjitered on the gage turntable)with the

coated side downby a nylon or aluminum cone and held in

position by a neoprene - ring coated retainer.

Initiation of the gage motor was accomplished by a hard-

wire signal supplied by Edgerton, Germeshausen & Grier

15

CONFIDENTIAL



(EG&G) at -2 seconds backed up at -I second. The EG&G

signal was distributed to each individual gage used on the

test through a relay distribution box. A sensitive relay

and power supply in the gage received the EG&G signal,

electrically latched, and maintainea continuity for the

motor--power supply circuit. A star gear, cam-operated)

cut-off switch, operated by the rotation of the turntable,

opened the circuit controlling the number of revolutions

that the turntable would make. A switch closure produced

by an arming screw placed the gage in a ready state prior

to evacuation of the area. Both the sensitive relay and power

supply, along with the motor power supply)were mounted on a

sheet metal base and coupled to the base of the gage frame

with an Amphenol blue ribbon connector.

The frame making up the interior of the gage was a 4-inch

steel H-channel,8-inches long, welded to the center of a top

plate, i/2 by8-Ii4 inches in diameter.

The capsule and diaphragm gages are shown in Figures

2. 3 to 2. 5. The gage case war constructed of a 9-inch length

of S-inch diameter pipe closed at the bottoia with a 3-inch

pipe cap welded to it. A flange 1/Z by 8-1/4 inches in diameter

was welded to the top. In use, the gage was bolted to the top of

the flange with a neoprene gasket, 1/8 inch in diameter, used

to provide an airtight seal.

16
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Field rnuunting of the gage)designated as the PHS gage,

was accomplished by 3 methods. (1) The gage was buried

with the flange flush with the ground svrface. (2) The gage

was screwed on a 3-inch diameter pipe nipple 8-inches in

length with a 1/4-inch steel plate, 12 inches in diameter,

welded to the end. This was implanted in the ground with

the gage flange flush with the ground surface. (3) The gage

was screwed on a 3-inch diameter pipe. 3-fcet in length, which

had previously been embedded in concrete. One-half inch

steel welding rods were welded to the pipe at i-foot intervals

frcm the end to provide additional anchoring. See ?igure 2. 6

for a schematic of the mounts.

Fur all stations greater than 200 psi, a shock-mounted

systemndesignated as the PHS-IS gagedwas utilized. Figure

2. 7 shows a schematic of the shock mounted unit. The

mount case was cast of aluminum while a stainless steel

top plate was used. It is to be noted that rubber shock

isolators were located in four equally spaced positions in

the horizontal axis, and one isolator was located between the

gage and the top plate. Figures 2. 8 to 2. 10 illustrate further the

design of this system. Installation in the field was made by

screwing the case on a 3-inch diameter pipe, 4 feet long,

embedded in concrete. Due to the nature of the soil condition

17
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in Area t8, a circular cardboard carton was utilized as a form

for the mount and the concrete. The installed gage is shown

in Figure 2. 11.

The self-recording dynamic pressure gage used a

diaphragm sensor (USG) to measure the stagnation pressure

and a capsule sensor to measure the side-on pressure. A

governed dc motor drove a vapor honed stainless steel disk

at 10 rpm to record tLe deflection of the pressure sensors.

The power supply for the motor, cut-off mechanism )and

associated relay and power supply were nmounted on a plastic

base for installation in the n-.cznt stinger. The pressure

sensors were mounted in two types of nose section: a

rounded nose for lower pressures subsonic flow region and

a tapered nose for higher pressures supersonic region.

Shown in Figure 2. 12 is a photograph of the noose section

with the associated parts with the mounting stinger. In-

stallation of the stinger with nose section was made on the

standard dynamic pressure gage mount. A more detailed

description of the gages will be found in (Reference 1).

2.1.2 Description of Electronic Recording System. The

electronic recording system could be described in the same manner

as the self -recording system in that it also consisted of three

basic units: the transducer, the recorder, and the type mount

us ed.

18
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Transducers. There were four types of transducers used on this shot.

They are all commercially available and a brief description of nach is

contained in the following paragraphs.

(1) The Wiancko pressure gage is a proven, rugged)

dependable gage which has been used extensively on many

nuclear tests. It is a variable-reluctance type gagedwhere

a change in pressure causes a proportional change in inductance.

The pressure-sensing component of the gage is a twisted

bourdon tube which tends to untwi.;t when pressure is applied.

A flat magnetic armature is fastened to the sealed end of the

tube and a rotation causes Air gaps in the electromagnetic circuit

to change, thereby changing the circuit inductance. This

irductance change can be used to amplitude-modulate a carrier

voltage to produce a signal as a function of pressure.

(2) The Detroit Controls pressure transducer

utilizes strain elements bonded tu a strain tube. A flush catenary

diaphragm attached to the end exposed to pressure results

in a minimum change in the volume of the pressure vessel.

It also minimizes the effect of tumpw.rature changes on the

output signal and maximizes the frequency response of the

gage. Any chznge in pressure on the diaphragm results

in a minute dimensional change of the strain tube)which is

reflected by an equivalent resistance change in the strain

gages bonded to the strain tube.

19
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(3) The Dynisco prcssure transducer is a four-

active-arm bonded strain gage sensing element. The gage

has a flush diaphragm and a natural frequency of up to 22, 000

cps for the ,000-psi range gage. It is relatively insensitive

to the effects of vibration and shock.

(4) The Micro-Systems pressure trans.;ducer utilizes

solid-state strain elements bonded to the back of a 1/4 - inch

diameter flush diaphragm. This is a miniature gage with a

high outputjas well as exceptionally high natural frequency.

Figures 2.13 and 2.14 show photographs of the giages.

Recorders. There wore two types of recorders used for the

free-field blast. line measurements. Both recorders were manu-

factured by the Consolidated Electrodyiamics Corporation (CEC)

and are known as System D and System E.

(1) The System D recorder is a carrier-amplifier

system capable of recording both static and dynamic inputs in

the range of 0 to 600 cps frequency response. The principal of

uJraatiUiL is6 &Uppruzb ed carrier modulation)where the end

result of the amplified gage sigIal i.3 transmitted to an oscillo-

graphic recorder. and a permanent graphic record of the signal

is made on photosensitive paper. The Wiancko transducers

were used in conjunction with the System D recording system.

(2) The CEC System i-i17E also operates on the

suppressed carrier-modulation principle and functions essentially

20
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in the same way as thc System D. The System E uses a

carrier frequency of ZG, 000 cps to the transducer with a band

pass of 0 to 3000 cpswhich permits a much

higher frequency response from the gages to be recorded.

The strain type transducers were used in conjunction with

the System E recording system.

A photograph of the two recording systemns)with all

auxiliary equipment located in a field transportainer

recording shelter) is shown in Figure 2. 15.

The mounts used for the electronic gages were all of

the same general type. The primary difference was the

distance from the top of the mount to the bottomzi. The mounts

were constructed in position by first t:.iging a trench the

psopec depLh .ud cret;Lin•l plywuud form Z'A inches square

and extending from the surface level to the bottom of the

ditch. A gage adapter with a 2-inch flexible oondult was placed

in the center of the column at the surface and extended out

of the bottom into the cable trench. The plywood form was

filled with conc te and ailowec to oet. The first tour station,%

from 65 feet to 150 feet had an 8-foot mount. From 190

to 560 feet,a 6-foot mount was constructed. A detailed

drawing of the mount is presented in Figure Z. 16.

A standard q-gage mount was used for the total-headj

or nt.tgnation.probes. The probe was mounted at 3 feet

21
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above the surface, with the transducer located at the same

radial distance as the ground baffle gage for a given station.

The mount configuration is also shown in Figure 2.16.

2.1.3 Electromagnetic Pulse Protection. The electromagnetic

v'ulse )which is pecadiar to the detonation of nuclear devices,

has been a major problem to instrumentation people because

of the disturbance and damage caused to transducers and

recording equipment. The pulse is so strong that unprotected

strain gages are usually burned out from the hiý, indiuced

voltage. To protect against the damaging effects of the

Electromagnetic Pulse, three precautions were taken.

(1) The output transformer from each System D

oscillator power supply was shunted to ground by a 0. 5 pf

condenser with a voltage rating of 400 volts. Since the

pulse is a high-frequency alternating voltage it tends to

charge and discharge the condenser allowing only a small

amount to pass through the transformer coils.

(2) The gage signal conductors were passed through

normally closed contacts on telephone type relays and in

order to protect the gages and recorder galvanometers from

the excessively high voltage induced in the Vtge signal con-

ductors at time zero, it was necessary to open the circuit and

ground the conductor.

22
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This was accomplished through the use of a -2 second

signal from EG&G )which powered a relay coil opening the

circuit and grounding the conductor prior to time zero and

the electromagnetic pulse. It was necessary of course to

close the circuit to record information from the gages. This

was done by using a photosensitive (blue box) device, which

removed power from the grounding relays, thereby returning

the circuit to normal before the arrival of the shock wave.

The blue box was initiated from the flash associated with the

detonation, and there was enough delay in the operation of the

relays to assure that the ecctromagnetic pulse was over before

the circuits from the gages to the recorders were closed.

(3) For added protection of the gages, spark gaps

were used to drain off the induced voltage if it reached the

breakce"wn point. The ipark gaps were *djuatcd to breakdown

at '50 v.ltp. They were installee at each transducer station

between the shield of the signa.l cable and a ground rod.

2.2 FRkEE-AiI INSTRUMENTATION

The major problem enco,,ntered in making overpressure

versus ?•ine measure-ments in free-air is that of placing the

transduce," i,. the right point in space at the right time and

with the correct orientation. An attempt was made to over-

come the aforementioned problem through ihe procedures

detailed in the following paragraphs.

23
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2.2.1 Description of Balloon System. The problem of supplying

and launching the balloon was contracted to the Sandia

Corporation. The balloon was approximately 60 feet in dia-

meter when filled. The outer cover wa a heavyweight

nylon material,while the liner was made of polyethylene,

one-mil thick. The volume of gas used to fill the bzlloon

was approximately 100,000 ft$. A measured lift

capacity was recorded as "600 pounds.

The anchor block directly below the balloor. was located

at 350 feet from ground zero. There were gages attached

to this anchor line, which is noted as Pod ne B in Figure Z. 17.

The electronic gage line was located directly over ground

zero and is designated as Pod Line C. It had a bearing from

the main anchor block of 156 degrees. Pod Line A, which had self-

recording gages attached was located 456 feet from the anchor

poinit on a bearing of 36 degrees. This placed the line a horizontal

distance from ground zero of 700 feet. The height of the

apex of the tether lines was 500O feet above the surface.

The location of the electronic recording stations above-

ground zero is shown in Figure 2. 18. The first station
at 200 feet above the surface, had
a gage in the side of the pod to measure the side-on over-

presoure and tcwin the nose to measure stagnation pressure.

The second pod at 400 feet above the surface had two side-on

24
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gagesj while the third and fourth pods at 800 and ý200 feet

had one side-on pressure gage.

Pod Line B, located a horizontal distance of 350 feet

from ground e'rno, is shown in Figure 2.19, with the location

of the individual gages above the surface. Pod Line A,

located 700 feet from ground zero, is shown in Figure 2.40.

Here the heights of the gages above the surface are noted.

2.2.2 Description of Self-Recording System. Th, self-recording

system used for the airborne experiment is illustrate I in the sche-

inatic shown in Figure 2.21t A miniature)self-recordinglpressur, -

time gage was mounted inside a 12-inch dia-Tieter aluminum sphere

(if 1/2-inch wall thickness. Tweiiy-four I-1/2-inch diameter

pressure ports were located in an equally spaced arrangement

around the surface of the sphere. A I-I /2-inch diameter threaded solid

,iluni,•ill .i t,) w.elded to the spher,- shell)facilit-Led the installation,

of the gage, and a locking disc was used to secure the gage in place.

An eyebolt was installed 90 degrees to the gage for connecting to

the gage tether line. A 12-inch length of 1/4-inch stectl cable was

used as the connecting link between the sphere and the tether line.

An access port cut in the top of the sphere provided access for

installation of the gage. Shown in Figures 2. 22 and 2. 23 are

photographs of the system.

For comparison with the airoorne gages, one sphere system was

mounted at a 3-foot elevation between two 3-.inch pipes embedded in

concrete at the 560-foot blast line gage station.

Two types of miniature gages were used in the systern: A PNS

gage and a PGS gage. The PNS gage used a governed negator spring-

motor-revcu rdr to record the deflection of a Bendix type diaphragm

25
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sensor. Associated timing, initiation relay, and power supply were

included in the gage canister. The P0S gage used a governed dc motor

to drive a stainless-steel)vapor-honed recording disk. A BDX (Bendix

manuiacture) type diaphragm sensor was used to sense the pressure and

record on the disk. As:nociated power supplies, timing oscillators,

anld relays with cut=mff cam and switches were mounted to the gage

frame and installod in a canister. Figure 2. 24 is an illustrated

drawing of the 13DX type diaphragm sensor. Figures 2.25 and 2.26

show the PNS and PCGS gage.respectively. For further details on these

gages, the reader is referred to the Small Boy, Project 1.1 report (Reference 1).

2.2.3 Description of the Electronic Recording System. The clcctronic

recording system will again be described in three phases. They are

the transducer, the recorder and the mounts.

The transducers used were all of the strain gage type. They were

the Dynisco, the Micro-Systems, and the Detroit Controls. These trans-

ducers have been described under Free-Field Instrumentation) which may

be used as reference.

The recording system was a Weber Recorder Model 10-110. It is

a seven-channel, wide-band, frequcncy-mudulated, solid-state electronic

recorder. The system was designed to record with fidelity under high

acceleration and shock InAding)as well as extreukes in environment such

as temperature and dust. One technique used by the designer to

ruggedize the tape transport was to suspend it between two parallel

flat plates in which all necessary shafts, bearingsiand guides were

supported in bores which were matched-drilled in orler to insure

parallelism on all •lCineCnLs which the tape might contact. This tape

transport also used flangeless reels, as shown in Figure 2. 27)

because the flanges were undesirable and the hoop tension forces

involved in a normal pulling of tape provided compressive forces

within the reel stack,which prevented layer-tu-ltyer motion within
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the environnmental range specified. A third design approach unique

to this transport was the primary drive, mechanism. A ,:ontiikuous,

seamhless inylar belt was used to transmit driving forces from a

capstan roller to the magnetic tape itself.

The tape transport and recorder is a complete packageas shown

in Figure ,. 28 , The electronics associated with the recorder con-

sisted of the following components.

(1) A wide-band voltage controlled oscillator.

(2) A r4vfurence oscillator.

(3) Acomplete circuit logic for system start, calibrate,

and run.

(4) A dc-to-dc converter for regulated power to the

recording electronics.

(5) A 400-cycle inverter fcr power to the capstan motor

in the tape transport.

All of the previously mentioned electro.Lcs were of solid-state

design and of modular constritction, with the corrŽ.onents mounted on

simple print.d circuit boards with drawn can covers. These modules

were readily removable from the system and greatly simplified the

set-up time for calibration and tests. All rlm odule uiit,Lýwith the

exception of the inverter arid Fairchild DC Amplifiers, were compIL.ely

inte rchang -able.

A major advantage to the field use of this system was that the

complete system operated from a &.tnglc 26-volt dc power source. The

power requirement was a nominal 50 watts, readily available from

simple batteries. An additional item which simplified the field

use of this recorder was the abijity to control the system during

calibration with a simple extended contact closure. This provided

the ability to rewind and playback at anytime, thereby greatly

reducing the normal calibration time.
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On oL the most significant features of the system was the Iso-

lation and differential input circuitry of the wide-band voltage

contruled oscillator. This provided great flexibility in the set-up

of pressure and acclhr;,tion channcl's nut available it single ended

voltage controlled oscillators had been used.

The recorder was mounted in a light-weight, high-drag containerý er

designed to slow the descent .f the recorder after the shot. The

rvecorder was encased in a special shocklabsorbinv foam to minimil-c -d;e

the e.ffect ot the deceleration at time of impact. The gage canisters !rs

wcre su[spended beneath the recorder container and are described in

detail in the following paragraph.

The' re were foLr gage canisters suspended above the GZ point.

The first canister w:is dresigned to mea.sIkre a head-on or stagnation n

pressure and a side-on pverpressure. The aecond canister was

designed to measure side-on overpressu&'._ wiin two gages, while the third

and fourth canisters wer, designe.d to mta- ,rk- one side-on o. •,r-

pressure each. The physical dimensions of the canist,,rs were 1.9

inches in dianmeuter and 40 inches long. Each end of the canister

had a 30-degree ichludcd angle cone tv help streamline the air flow over

the canister. The signal cables rin from each gage to the recorder,

passing through the canisters along tCe way. The cable was en-

closed in a fiberglass covering where it was exposed between the

canisters.
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REFERENCE POINT STATION DISTANCE ATION DISTANCE

1800.37 65 00.37 65,
- 1800.36 g0' 00.36 80'

- -F1800.35 120' 00.35 120'
I I
8 - r-- 6-00.34 150' 00.34 150'

AD- E 1800.33 190 :00.33 190'

LEGEND: A - E - [M- 1800.32 z60' 00.32 j 6O'

ELECTRONIC GAGES
A... DETROIT CONTROL
8B. DYNISCOIC... NICOS0 -SE -EMS -E1800.31 350' 100.31 350'C ... MICROSYSTEMS

D...WIANCKCG
SELF RECORDING GAGES
E... PRESSURE HAYDEN
STANDARD (PHS)
F... PRESSURE HAYDEN STAN
SHOCK MOUNTED (PHS-iS) - -HE [")-_100.30 560I
G... 0 GAGE GLOBE STANDARD 00.30 560(OGS)

H... PRESSURE NEGATOR
STANDARD-SPHERE (PNS SPHERE- E 1800.29 600' 0.29 8oo'
I... VERY LOW PRESSURE (VLP)

-E 1600.26 2000' 30.28 2000

E --- 1800.27 2500' )0.27 2500'

E 1800.36 4000 )0.38 4000

I - 1800.39 16, 126' )0.39 16, 126'

Figure 2.1 Blast liae layout.
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Figure 2.4 Vikw of USC-diaphragm in PHS gage. (BRL photo)'
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A a.

4% A.'*4 AT R A

a A A A:. ~ WT

AA

TYPE Z2- GAGE MOUNT (SFiS REOf~n

SYCD PIPE

HrMEAD

'f..- r ;,- * STM PIPE WITH

mIA PLATE * EARTH

TYPE K-GAGE MOUNT (SELFr fECORoWpjG)

Figure 2.6 Gage mlounits. Types V and Vi.
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4-a
4 t 3.3"STO PIPE WITH

* a ~GROUTED IN HLACC-

*14 4.4

6 4 '4

4 4'

A ~ 44

TYPE X- GAGE MOUNT (SELF NECO2Pr

\~ \\k

THREAD

-4d.

S41

TYPE X - GAGE MOUNT (SELF RECORDING,

Figuire 2.6 Cagre 'nvuuns, Types iV andj V1.
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SNUBBER -ARMING SCREW INLET
-- SHOCK ISOLATOR I/SCREW SEAL v- INITIATCR

"0" RINC

k-~ -,SHOCK

1LV~nJ ~ISOLATOR

1--- 11 ,.,

Figure 2.7 Schematic of PHS-IS gage.
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Figure 2.8 View of PHS-1S gage
isolation system. (BRL photo)

Figure 2.9 View of PHS gage mouitaed
on shock isolators. (BRL photo)
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~~HARDWIRE

NEOPRENE

Figurc 2.10 Assembled PHS-IS gage. (BR-L photo)

Figure 2.11 PHS-1S gage, flield mounted. (BRIL photo).
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WIANCKO

DETROIT CONTROLS

Figure 2.13 View of Wiancko and Detroit Controls gages. (BiRt photo)
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7110
DYNISCO

MIC RO-SY ST EMS

",Iigure 2.14 View of Dynisco and Microsystems gages. (BRL photo)
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Figure 2.15 Field recorder shelter.
(FCWT-DABA-665-26-NTS.62)
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GAGE F~xTo K tR

S\ •\ .J '4 1.

AA

CABA

"CONDUIT W/

* 4l

TYPE T GAGE MOUNT (ILECTfItdC) A - S'
TYPE U GAC-E MuNT (ELECTNONIC) A - 4'

* , I

TYPE r GAGE MOUNT IELECTNONIC)
:WITH PLLL MAlli

TYPE 3 GAGE MOUNT f SELF RECOARNG)
IWiTH B"" "1D O*ICPwf & TOP ACCIEIB Po~fl

figure 2.16 Gage mounts. Tvncs I throuuh IV.

(BRL photo) 42
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500* EARIJ ANCHOR

"'N CONCRETE ANCHOR

SP40120- APART

RIEFERENCE POINT

3 3050' AMCOR
ON3OO4

POO UKC 9 v
\OLINE A '.POO UNEC

141VIEW MORT vIEW

Figure 2.17i Balloon launching system.
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BALLOON TETHER LINE

INSTRUMENT CONTAINER WITH
RFCORDER

INSTRUMENT PODS
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TO BALLOON

sod-

INSTRUMENT PODS
C TYP. 4 PLACES) I

04 0

Figure 2.19 Pod Line B.
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/" •, goo ,

rNSTRUMENT PODS
(TYP. 3 PLACES)

40V

Figure 2.20 Pod Line A.
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12-INCH OUTSIDE DIAMETER
1/2-INCH-THICK ALUMINUM
SPHEk~iCAL SHELL WITH 24
I-I/2' DIA. HOLES AT SE-S~~LECTED POSITIONS. •.

•-SEF - RECORDING

ACCESS PORT

Figure 2.21 Schematic of SR airborne system.
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Figure 2.22 Detailed view of airborne system.
(BRL photo)

Figure 2.23 Assembled view of airborne system.
(BRL photo)
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CHAPTER 3

RESULTS

The presentation of reiults is divided into two parts. The

first part will be concerned with instrumentation performance)

and the second part will be a presentation of data in the form of

tables and curves.

3.1 INSTRUMENTATiON PERFORMANCE

Th.-re was some loss of rccording channclsbut not all were

due t,. instrumnentatiun rnalfuzictiun. The performance of the

instrumentation was generally satisfactory, considering the field

environmcnt and the conditions under which it was used. The

performance of specific transducers and recording systems will

be discussed under the appropriate paragraphs.

3.1.1 Free-Field Instrumentation Performance. The free-field

instrumentation fell into two categories. They were the self-

recording systems and the electronic recording systems.

(1) The self-recording systems'overall performance was

satisfactory and met the objectives of the project with the exceptiork

of the dynamic pressure versus time measurements. Only a

limitcd number of Q gages wcre available because they weive ubed
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on the Little Feller JI shot and had to be recovered. Time was

limited and a complete overhaul of the gages could not be rnade

before installation or. this shot. Only three dynanmir pressure

gages were installed, and one of these did not initiate although

peak values were obtained.

All of the free-field ground baffle gages were recovered)

and a statement relating tn the quaifty .,f the individual records

is noted in Table 3. 1. The self-recording gages performed as

programmed in most cases, and useful information was obtalned.

The shock mounting of the close-in gages was insufficient to

attenuate the acceleration pulse to the most desirable levels.

Adverse sh~ock effects on the gage were noted by the parlial

pressure -time record at Station 1800. 34. Failure apparently

occurred in the electrical circuitry between the power pack and

the motor. Modifications are being made in the shock isolation

sy-tenm to better attenuate the air induced acceleratiuu.

(2) The electronic recording system used on this shot

%as far from ideal. The instrumentation consisted primarily

of spare gages and recorders that were available from other

shots. The electronic instrumentation phase of this project

would not have been plannwEd this way, but to meet the shot date

many short-cuts had to be taken. It was necessary to run the

timning signal cable along the surface of the ground rather than

CONFIDENTIAL



in covered ditches. There was evidence that a truck ran over and

cut one of these cailea after project personnel had evacuated the

area. Therefore, seven channnel nf Aleertronic infor.,maticn were

lost because the recorder ran preshot time. The seven channels

of recording on the second recorder produced three good records,

two peak-pressure values and two were not readable. The good

rpcorriq were obtained from the CEC Recorder System D wit!.

Wiancko variable reluctance gages. The remarks column of Table

3. i indicates the stations lost. A pnstshot check was made on

the recovered gagesj and the coaidition of each elect- lic transducer

is noted in Table 3.2.

3.1.2 Free-Air Instrumentation Performance..'Phi free-air instrumentation

consisted of tethered balloon, with both self-recording gages and electronic

gages. A brief description of the performance of the free-air instrumenta-

tion can be summed up with a statement that the balloon failed on D-1, and

this phase of the project was cancelled. There was an operational require-

ment for the balloon to be launched complete with instrumentation and in a

state. of readiness by D-2. This was accomplished, but because of exces-

sivaly high winds on D-1, a tether line broke. This allowed the balloon and

instrumentation line to whip more violentl! until a signal line shorted caus-

ing the primacord to detonate and destruct the balloon. All atrborn.o equip-

ment fell to the ground. One imp.)rtarit bit of information gathered was that

the instrumentation withstood the free fall to the surface and that the magnetic

tape recorder container had sufficient drag ond foam protection for the re-

corder, which survived the fall.
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3,2 PRESENTATION OF DATA

The presentation of data from the Johnie Boy shot will he

primarily in the form ot tables and plotted curves. Discussion

and comparisons with scaled values will be presented in the following

chapter.

Free-Field Air Blast. The recorded values of overpressure,

arrival time, positive durationand impulse are listed in Table 3. 1,

along with comments on the quality of the records.

(1) The peak overpressure versus distance values are

plotted in Figures 3. 1 and 3. 2. The first two values are fromr

partial records) since the latter portion of the pressure-timc

record was lost. As notcd in Table 3. the transducer used at

Station 1800.37 was so deeply buried by the crater lip that it was II
damaged just after the arrival of the shock front. The transducer 1

installed at the second station (1800. 36) was recovered and found

to be sh-orted t,) gro,•ud. It is surntired Lhat this damage also

occurred after the shock passed over the gage. and here again

only a peak overpressure was recorded. The overpressure records

from the next two stations (1800. 35 and 1800. 34) are classified

as poor records. They were recordedusing prototypc shock

isolation (PHS-IS) self -tecording gages. There is some question

concerning the validity of the wave shape and overpressure recorded

at Station 1800. 35. High acceleration at Station 1800. 34 caused the
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drive motor to stop, and therefore only a partial pressure-time

record was recorded. The electronic overpressure versus time

recorded at Station 1800.33 was considered valid,and it should be

noted that it Is a nonclassical type wave shape. The wave shapes

recorded on the self-recording gage at the 1800.33 station) as well

as the 1800.32 station) are considered questionable. The 1-iessure

versus time records dre presented in the Appendix and are identified

by station number, distance from ground zero and either cable
I2

number for electronic transducers or capsule number for self-

iecerdiing gages.

(2) The arrival time of the shock front at the various

stations is plotted in Figure 3. 3. The first three values appear

to fit a smooth curve! but there is some apparent scatter to be

noted at the last two stations. The value measured at Station

1800. 31 was obtained from the same recorder as the three pre-

ceding values )while the value from Station 1800. 29 located at

800 feet was recorded by a self-recording gage.

(3) The durations of the positive overpressure recorded

at gage stations along the blast line arc. plotted in Figure 3. 4.

The general trend of duration versus distance is quite similar

to tha. established on the multi-ton high explosive (TNT) shots

detonated in Canada (Reference 2).
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(4) The positive impulse values calculated from the

pressure versus time records are plotted in Figure 3. 5. There 'T

is some scatter in the values plotted but this was An~eted 5iir-e

there was also scatter in the overpressure and duration values.

(5) The peak dynamic pressure versus distance values

are listed in Table 3. 3 and plotted in Figure 3. 6. These values

were obtained frnm the •eaf-recording ga-cs.nd the rccord. arc

classified as of poor quality. Therefore1 the values plotted should

be considered accordingly. There were five electronic q-gagc

probes installed and three self-recording q-gage probes. Three

of the five electronic gage -hannei. were on the recorder that ran

preshot time. The gage at Station 1800.34 could not be read, and

the gage at Station 1800. 31 produced an erroneoue record. The

data recorded from the self-recording gages were poor because

of the high acceleration received by the gage mounts. This produced

records thaL weie very questicoable iuid cmitsidered not valid for

any dynamic pressure versus time presentations.

A
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Figure 3.1 Overpressure versus ground range (16,000 to 100 pal).
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Figure 3.2 Overpressure versus ground range (100 to 0.1 pal).
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Figure 3.3 Arrival time versus ground range.
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Figure 3,4 Positive duration versus ground range.
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Figure 3.6 Dynamic pressure versus ground range.
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CHAPTER 4

DISCUSSION AND CONCLUSIONS

The presentation of the discussion of results and conclusions

reached will be preceeded by a presentation of shot conditions and

scaling factors.

4.1 SHOT CONDITIONS AND SCALING FACTORS

The shot conditions for the Johnie Boy shot are listed below:

W Yield of the device in kilotons =0.5 + 0. 2
DOB Depth of burial in inches 23

E Elevation of surface in feet 5153. 52
P Ambient pressure, psi 12. 302
T Ambient temperature, C 24. 3

0

It is necessary to normalize air blast data to some standard so

that comparisons with other shots can be made. The standard which

has been established is a 1-kt radiochemical yield at sea-level ambient

pressure of 14. 7 psi and ambient temperature of 15 C. The following

scalinv, relations have been acceptt:d cs standard.
t4. 7

14.7 3
p p

1/3 1/3 1/3

P i.•
d M S 1W I-

p

rT +2731 1//3 1/3

288 14.7

S. S x S
I t p 6
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Where: S = pressure scaling factor = 1. 1949
p

Sd = distance scaling fartor = 1. 1869

St time scaling factor = 1.2086

S. = impu-se scaling facior = 1.4442
1

4.2 DISCUSSION OF RESULTS

The discussion of results will be limited primarily to comparisons

of the data recorded on the Johnie Boy shot to the 1-kt burst on a near

ideal surface as presented in DASA-1200 (Reference 3). The measured blast

pmirameters were scaled to a one-kiloLun yield and are listed in

Table 4. 1.

(1) The scaled peak overpressure versus distance values

are plotted in Figures 4.1 and 4.2, along with 1-kt curve from DASA

1200. It can be seen in Figure 4. 1 that the fi. .. two values appear to

be in line with an extrapolation of the near-ideal curve but the succeeding

values fall below the curve. The pressure versus time records show

non-ideal wave shapes at these stations, but there is some question

as to whether tbe non-ideal wave shapes were because of the dcptii

of burial of the device, a function of the gages or thermal heating

causing a precursor. The device was I iried and also a subklloton

yield so there was no precursor expected. The peak overpressures

from 100 psi to 0. 1 psi versus distance are presented in Figure 4.2.

It should be noted here that the overpreusure values remain below

the near-ideal curve until approximately 5 psiwhcre there is a
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crossover. This is very similar to Shot Fig of Operation

Hardtack (Reference 4), where the overpressure values were lower than the

scaled curve in the high and medium pressure range and crossed

over the good surface curve at approximately 5 psi. It is quite

imperative that on subkiloton shots, such as Little Feller I and II 4

and Johnie Boy, that high response instrumentation be developed for

use in the higher overpressure region if valid overprersure versus

time records are to be obtained. iI

(2) The arrival time of the shock front versus distance

scaled to I kt is presented in Figure 4.3, along with the near-ideal-

surface curve from DASA 1200. If one assumes that the datum points

are valid, then there is a divergence from the measured points and

the I Kt values from DASA 1200. The arrival time at Station 1800. 29

(949. 5 !eet) was recorded from a self-recording gage and there is

some question as to its validity since the gage was started at 2 seconds

before zero time and there was also a motor start-up time to be accounted

for. Measurements made in Reference 5
I

indicate slightly longer arrival time at their stations than

would be predicted from DASA 1200. There is also an inflection in

the curve betwveen 300 feet and 500 feetZshowing an increase in shock A

velocity over what might be expected. The BRL data may add validity

to the Project 1.2 results but with the paucity of datum points, a curve

was drawn between the last two values.
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(3) The positive duration versus distance scaled to I kt is

presented in Figure 4.4,along with the near-ideal-surface curve from

DASA 1200. It s hould be noted that a wide divergence exists between

the two curves from 350 feet to 500 feet. This 's the same region in

which there appeared to be a change of slope in the arrival time curve.

Th, values measured indicated the positive duration was longer than would

be predicted over the scaled distances of from 200 to 500 feet.

(4) The impulse of the positive pressure phase of the blast

wave versus distance was scaled to a I kt yield and plotted in Figure 4. 5

for cornparison with the near-idcal-surface curve from DASA 1200.

The two curves show similar trends)with the exception of the lower

values at distances less than 500 feet. It should be noted that the

overpressure values are also lower at the clc. -.- in distances and

one might expect this to have a greater influence on the positive

impulse than the longer durations over a portion of the distances as

noted in Figure 4.4. It was stated earlier, and also listed in Table 3. 1,

that the quality of the records at the close-in stations were poor, fair

and non-ideal; therefore, the impulse valti.iR plotted in' Figure 4. 5

should be viewed with these qualificati,;ns in mind.

(5) The dynamic pressure measurements have been scaled

to a l-kt yield and plotted in Figure 4.6. There were only two values tv

reportP and the first value appears to be much lower than would.be

predicted. Tht scaled values are listed in Table 4.2. As stated -previously,

these measurements were of poor quality and the results are questionable.
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4.3 CONCLUSIONS

Although the project was entered into on a crash basis,

meaningful information was obtained and some conclusions reached.

The maximum overpressure vdlues measured above 5 psi were lower

than the prediction for near-ideal conditions. When the device is

placed below the surface one would expect the overpressure versus

distance curve to be lower than one for surface burst conditions,

depending on the depth. The overpressure versus distance curve

obtained from the Johnie Boy data was lower in the medium pressure

range thain expected for a Z3.-inch depth of burial. Lower than

predicted overpressure values have been measured from se-eral

above surface subkiloton shots at the Nevada Test Site.

When a device is placed below the surfac5 one would not expect

a precursor or non-ideal wave shape to form due to thermal heating I

of the surface. A non-ideal waveform wL . rucorded at several

stations. It is difficult at this time to draw any 4eiinite conclusions

or make predictions concerning the thermal effects on blast wave

propagation from shallow buried nuclear weapons, since this was the

first time close-in measurements were made from a shallow-buried I
device.
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Figure 4.1 Comparison of scaled overpressure versus dlstance with 1-kt
near-ideal curve, high pressure.
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Figure 4.2 Comparison of scaled overpressure versus distance with 1-kt
near-ideal curve, medium and low pressure.
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Figure 4.5 Comparison of scaled positive impulse versus distance data
with a 1-kt near-ideal curve.
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SSTS 26 June 1995

MEMORANDUM FOR DEFENSE TECHNICAL INFORMATION CENTER
ATTN: OCD/MR. BILL BUSH

SUBJECT: Declassification of Report

The following reports have been reviewed by the Defense
Nuclear Agency Security Office (ISTS) :

Report No: AD No:

AL:C-WT-606 -467229 -

-WT-1473 611262- .. /2

-WT-501 -514321
WT-301 -479248 -f

-WT-1109 617182 -*

-WT-1103 611254-7*" -/

- WT-1108 611321 - - /u
WT-1101 46028G-- C --
WT-1102 611253

- WT-1407 452637 3/7
WT-1110 617155- -.

A-w WT-1403 611257 o•
WT-1614 -355492v

- WT- 1155 617170.--- •4L
POR-2280v -345753-*
WT-900315- 342207L--'2_

WT-1501 3 5 0 2i7 - J A'

The security office has declassified all of the listed
reports. Further, distribution statement "A" applies to all of
the reports.

FOR THE DIRECTOR:

(s2

JOSEPHINE B. WOOD
Chief, Technical Support


